


 

 
• no sensor in contact with sample
• no infl uence of humidity, 
 barometric pressure, contamination

• no calibration
• no cleaning, no maintenance
• simple and economic consumables
• easy to operate outside lab with 
 operator prompts and diagnostics

• extremely high accuracy for 
 low fl ows

• no down time

• in- and expiratory real-time curve
• pre/post
• storage capacity up to 700
• 2AA Battery operated up to 400 tests
• graphic display
• quick test
• predicted values selectable
• interpretation selectable
• lung age
• auto test QC
• ethnic correction
• multilingual

Essential features:

• Auto QC user selection for best test from 8
• NLHEP, FL
• FEV1, FEV6, FEV1/FEV6, FVC,
• FEV1/FVC, PEF, Pre/Post, %var, QC
• ERS, ATS, NLHEP

Modes, parameters and standards:

Dimensions :  82 × 158 × 43 mm
Weight : 245 g
Measuring accuracy :  volume ± 2  % or 0.050l
 fl ow ± 2 % or 0.020l
 PEF ± 5 % or 5l/ min
Resolution :  volume > 1 ml
 fl ow 4 ml/s
Measuring range :  volume ± 12 l
 fl ow ± 16 l/s
Resistance :  approx. 0.3 cm  H2O/l/s
Display :  64 × 160 pixel graphic display
Data entry :  14-key keyboard
Power supply :  ( 2 ) AA batteries
Battery service life : 400 tests approx.
Data memory :  700 tests approx.
Languages : english, german, french, italian, 
 spanish, portuguese, polish, 
 japanese, norwegian, fi nnish, 
 danish, greek, swedish, dutch

Specifi cations :

ndd TrueFlow TM advantages :
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